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Ø cavo/cable:
MIN 7 mm - MAX 9 mm

9071.15X - 9072.15X 

CL  I
IK 05

QPAR16          50W      GU10

QPAR16     2X50W      GU10

ES - Lea atentamente y siga al pie de la letra 
antes y durante la instalación del dispositivo las 
siguientes istrucciones que deberá conservar, 
pues contienen información importante para la 
seguridad de este.
Importante:
- La instalación del dispositivo deberá realizarla 

personal cualificado de conformidad con las 
normativas vigentes sobre instalaciones eléctricas.

- Antes de realizar cualquier operación, desconecte 
siempre la corriente.

- Por ley, este dispositivo debe estar conectado 
obligatoriamente a una toma de tierra eficaz.

- Realice periódicamente (al menos una vez al año) el 
mantenimiento del dispositivo, compruebe el estado 
de todos los componentes y cambie aquellos que no 
estén en buen estado.

- Es obligatorio que la instalación eléctrica cuente 
con un dispositivo de protección del tipo interruptor 
magnetotérmico con protección diferencial < 30 mA, 
cuya eficacia deberá comprobarse periódicamente.

- No instalar en caso de lluvia o humedad.
- IMPORTANTE: evite que los componentes del 

dispositivo entren en contacto con agentes aquímicos 
agresivos (por ejemplo, cal, sustancias corrosivas, 
etc.).

- El fabricante declina cualquier responsabilidad en caso 
de incumplimiento de estas reglas.

GB - Please read carefully before and follow the in-
structions step by step during installation of applian-
ce and keep them for further reference.
Important:
- This luminaire must be installed by a qualified electrician 

according to the relevant standard and to the regulation of 
the electrical systems.

- Disconnect main power supply before installation and 
maintenance.

- Never exceed the max wattage indicated!
- The luminaire must be connected to the ground circuit.
- Please ensure this product is serviced regularly by 

maintaining and verifying the condition of all the 
components and replace the ones that are not in good 
condition ( check at least once a year).

- It is compulsory that the electrical system is provided with 
a residual current operated circuit braker safety device < 
30 mA  and whose efficiency must be verified regularly.

- Do not install in case of rain or humid weather condition
- ** The choice of the suitable fixing means to the 

supporting surface is under installer responsibility.
- The manufacturer declines any responsibility if these 

instructions won’t be observed.

Stagno contro la polvere 
Protetto contro i getti d’acqua
Dust-tight 
Jet-proof
Estanco contra el polvo 
Protegido contra chorros de agua

Installazione a parete
Wall mounting
Instalación en pared

Distanza minima dalla superficie illuminata 
Minimum distance from lighted objects 
Distancia mínima de la superficie iluminada

0,5m

Vite non fornita*
Screw not supplied**

Tornillo no suministrado

Ø cavo/cable: 
MIN 7 mm-MAX 9 mm

SETH

Sostituire gli schermi di protezione danneggiati con 
ricambi originali
Replace any cracked protective shield  
with original parts


